
Omega-Bugel

Support ring assembly

Plain /galvanized steel (St3 / 08PS / 08KP); 
Stainless steel. (AISI 301; AISI 304; 
    AISI 403; 12X18H9; St. 1. 4310; St. S-75); 
Aluminum (AMG2; AMG3; AD1H).

According to the Customer's TOR. 

From 2 pcs (180°) or more, 
depending on the diameter 
of the product and according 
to the load.

 2х30; 3х30; 
2х40; 3х40 mm. 
According to the Customer's TOR. 

Element 

KO2 

KO3 

EKO1

EKO2

 From 2 pcs (180°) or more, depending 
on the diameter of the product. 
For type K1, at least 3 pcs of supports (360°). 
Installation step after ≈ 500 mm (no more). 

• 

• 
• 

Types of support legs: L1; L2; L3; L4; L5; L6; L7; L8; H1; H2; H3; H4. 
Types of support springs: Q1; Q2; Q3; G1; G2; V1; V2. 
According to the Customer's TOR. 

Thermo gasket 
Thickness: 2; 3; 5; 8; 10 mm 
According to the Customer's TOR 

KO1
(with pin)
up to Ø219mm 
of pipeline

SUPPORT RINGS PIPEWOOL 
MARKING OF THE ORDER FORMATION
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pipewool.pw teplo@pipewool.ru +7(800) 302-14-42
+7(35139) 2-79-0024/1 Kemerovskaya St., Kopeysk, Chelyabinsk region, 456612, Russia

Design of support legs (distance holders): 

Type-L6Type-L5Type-L4Type-L3Type-L2Type-L1 Type-L8Type-L7 Type-H4Type-H1 Type-H2 Type-H3

Type-Q1 
Omega-Bugel Type-Q2 Type-Q3

Type-G2 
with a hole 

Type-G1 

Type-V2Type-V1

Design of support springs: 

2; 3; 5; 
8; 10 мм

Thermo 
gasket

Ring
Support

Product 

- -
Number

of elements 
(pieces)

Number
of paws 
(pieces)

Thermal 
padding

Paws typeRibbon cross 
section (мм) 

Ring type Metal type Diameter 
D (мм) 

Thermal 
insulation 

thickness (мм) 

Manufacturer brand

1 3 Т1 H42х30КO1 St3 219 . . . .170 PIPEWOOL 

Ring
Support

Product 

- -
Number

of elements 
(pieces)

Number
of paws 
(pieces)

Thermal 
padding

Paws typeRibbon cross 
section (мм) 

Ring type Metal type Diameter 
D (мм) 

Thermal 
insulation 

thickness (мм) 

Manufacturer brand

2 5 Т1 L33х30КO2 08PS 1200 . . . .100 PIPEWOOL 

Ring
Support

Product 

- -
Number

of elements 
(pieces)

Number
of paws 
(pieces)

Thermal 
padding

Springs 
type

Ribbon cross 
section (мм) 

Ring type Metal type Diameter 
D (мм) 

Thermal 
insulation 

thickness (мм) 

Manufacturer brand

2 5 Т2 V13х30КO3 S-75 1200 . . . .100 PIPEWOOL 

Ring
Support

Product 

- - -
Number

of elements 
(pieces)

Number
of paws 
(pieces)

Thermal 
padding

Paws type Springs 
type

Ribbon cross 
section (мм) 

Ring type Metal type Diameter 
D (мм) 

Thermal 
insulation 

thickness (мм) 

Manufacturer brand

2 5 Т2 L2 Q13х30КO3 AMG3 1200 . . . .100 PIPEWOOL 

Ring 



Element 

SB1

Bandage

ESB1 

ESB2 
(straight) 

• 

• 

COUPLING BANDAGE PIPEWOOL 
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-
Тип скоб 
навесных 

Cnd

pipewool.pw teplo@pipewool.ru +7(800) 302-14-42
+7(35139) 2-79-0024/1 Kemerovskaya St., Kopeysk, Chelyabinsk region, 456612, Russia

Design of support legs (distance holders): 

Type-L6Type-L5Type-L4Type-L3Type-L2Type-L1 Type-L8Type-L7 Type-H4Type-H1 Type-H2 Type-H3

P2VА P2VB

Pin 
threaded 

PT

Pin double 
horizontal 

P2HPS1B

Pin single 
(support on 
a bandage) 

P1B

Pin single 
(support on 

the apparatus) 

P1A PS1А

Suspension
single 

(support on 
the apparatus) 

Suspension
single 

(support on 
a bandage) 

Suspension
double 

PS2

Pin double 
vertical 

(support on 
the apparatus) 

Pin double 
vertical 

(support on 
a bandage) 

Design of pins and devices PIPEWOOL: 

Type-Q1 
Omega-Bugel Type-Q2 Type-Q3

Type-G2 
with a hole 

Type-G1 

Type-V2Type-V1

Design of support springs: 

2; 3; 5; 
8; 10 мм

Thermo 
gasket

- -
Number

of elements 
(pieces)

Number
of paws 
(pieces)

Thermal 
padding

Type of 
holders

insulation 

Ribbon cross 
section (мм) 

Bandage type Metal type Diameter 
D (мм) 

Thermal 
insulation 

thickness (мм) 

Manufacturer brand

3 5 Т1 P13х30SB1 08PS 720 . . . .160 PIPEWOOL 
Product 

Bandage
Coupling

Types of support legs: L1; L2; L3; L4; L5; L6; L7; L8; H1; H2; H3; H4. 
Types of support springs: Q1; Q2; Q3; G1; G2; V1; V2. 
Types of pins & devices: P1A; P1B; PS1А; PS1B; P2H; PS2; P2VА; P2VB; PT. 
According to the Customer's TOR. 

Types of hinged brackets: 
Cnd; Сnt; Cnb; Cnf 
According to the Customer's TOR. 

Thermo gasket 
Thickness: 2; 3; 5; 8; 10 mm 
According to the Customer's TOR 

Plain /galvanized steel (St3 / 08PS / 08KP); 
Stainless steel. (AISI 301; AISI 304; 
    AISI 403; 12X18H9; St. 1. 4310; St. S-75); 
Aluminum (AMG2; AMG3; AD1H).

According to the Customer's TOR. 

From 2 pcs (180°) or more, 
depending on the diameter 
of the product and according 
to the load.

 2х30; 3х30; 
2х40; 3х40 mm. 
According to the Customer's TOR. 

 From 2 pcs (180°) or more, depending 
on the diameter of the product. 
Installation step after ≈ 250 mm (no more). 



•

• 

MARKING OF THE ORDER FORMATION

Element 

RU1

RU2

Discharge 
devices 

ERU1 

ERU2 

DISCHARGE DEVICES PIPEWOOL 
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pipewool.pw teplo@pipewool.ru +7(800) 302-14-42
+7(35139) 2-79-0024/1 Kemerovskaya St., Kopeysk, Chelyabinsk region, 456612, Russia

Design of support legs (distance holders): 

Type-L6Type-L5Type-L4Type-L3Type-L2Type-L1 Type-L8Type-L7 Type-H4Type-H1 Type-H2 Type-H3

P2VА P2VB

Pin 
threaded 

PT

Pin double 
horizontal 

P2HPS1B

Pin single 
(support on 
a bandage) 

P1B

Pin single 
(support on 

the apparatus) 

P1A PS1А

Suspension
single 

(support on 
the apparatus) 

Suspension
single 

(support on 
a bandage) 

Suspension
double 

PS2

Pin double 
vertical 

(support on 
the apparatus) 

Pin double 
vertical 

(support on 
a bandage) 

Design of pins and devices PIPEWOOL: 

Type-Q1 
Omega-Bugel Type-Q2 Type-Q3

Type-G2 
with a hole 

Type-G1 

Type-V2Type-V1

Design of support springs: 

2; 3; 5; 
8; 10 мм

Thermo 
gasket
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Hinged bracket
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Hinged bracket
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L (by suspended container) 

L

Shell diaphragms 

Hinged bracket Shell pipeline

Shell pipeline

30
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d
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e

Hinged bracket Cnd 
for mounting the diaphragm

Hinged bracket Сnt 
for the upper bottom 
of vertical apparatus

Hinged bracket Сnb 
for the lower bottom 
of vertical apparatus

Hinged bracket Сnf 
for suspended 
semi-container

H
in

g
ed

 b
ra

ck
et

- - -
Number

of elements 
(pieces)

Number
of paws 
(pieces)

Thermal 
padding

Paws type Hinged 
brackets type

Ribbon cross 
section (мм) 

Type of 
construction

Metal type Diameter 
D (мм) 

Thermal 
insulation 

thickness (мм) 

Manufacturer brand

3 5 Т1 L3 Cnd3х30RU2 St3 720 . . . .160 PIPEWOOL 
Product 

Discharge 
devices 

Types of support legs: L1; L2; L3; L4; L5; L6; L7; L8; H1; H2; H3; H4. 
Types of support springs: Q1; Q2; Q3; G1; G2; V1; V2. 
Types of pins & devices: P1A; P1B; PS1А; PS1B; P2H; PS2; P2VА; P2VB; PT. 
According to the Customer's TOR. 

Types of hinged brackets: 
Cnd; Сnt; Cnb; Cnf 
According to the Customer's TOR. 

Thermo gasket 
Thickness: 2; 3; 5; 8; 10 mm 
According to the Customer's TOR 

Plain /galvanized steel (St3 / 08PS / 08KP); 
Stainless steel. (AISI 301; AISI 304; 
    AISI 403; 12X18H9; St. 1. 4310; St. S-75); 
Aluminum (AMG2; AMG3; AD1H).

According to the Customer's TOR. 

From 2 pcs (180°) or more, 
depending on the diameter 
of the product and according 
to the load.

 2х30; 3х30; 
2х40; 3х40 mm. 
According to the Customer's TOR. 

 From 2 pcs (180°) or more, depending 
on the diameter of the product. 
Installation step after ≈ 250 mm (no more). 



FORMULAS FOR CALCULATING THE QUANTITY 
& COMPLETENESS OF PRODUCTS PIPEWOOL 
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Quantity 
Support rings KO

Quantity 
Elements EKO 

Quantity 
Paws KO

Quantity 
Paws EKO

Formula N1 Formula N2 Formula N3 Formula N3 

D*3,14
2500mm

N2 =N1 = 
L-L1-L2
1000mm

+1 D*3,14
500mm

N3 = +1
R*3,14
500mm

N3 = +1

Quantity 
Rings KO / SB / RU

Quantity 
Elements EKO / ESB

Quantity 
Paws KO / RU

Quantity 
Paws EKO / ERU

Formula N1 Formula N2 Formula N3 Formula N3 

D*3,14
2500mm

N2 =N1 = 
L

1000mm
+1 D*3,14

500mm
N3 = +1

R*3,14
500mm

N3 = +1

Quantity Pins 
on a horizontal tank 

Formula N5Н (see the drawings)

N  = 5Н (2L+1)*D*3,14*3 

Quantity Pins 
on a vertical tank 

Formula N5U (see the drawings)

N5U = (2L+1)*D*3,14*3 

Calculation of the completeness of products for tanks.

Calculation of the completeness of products for the pipeline.

Quantity 
Pins SB

Formula N4 

D*3,14
250mm

N4 = +1

Quantity 
Pins ESB1

Formula N4 

R*3,14
250mm

N4 = +1

Quantity 
Pins ESB2

Formula N4 

2500мм 
250mm

N4 = +1

Quantity 
Paws / Pins SB

Formula N4 

D*3,14
250mm

N4 = +1

Quantity 
Paws / Pins ESB

Formula N4 

R*3,14
250mm

N4 = +1

Formula Nco

Nco = *4
L

500mm

Quantity 
Hanging brackets 

pipewool.pw teplo@pipewool.ru +7(800) 302-14-42
+7(35139) 2-79-0024/1 Kemerovskaya St., Kopeysk, Chelyabinsk region, 456612, Russia
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