
U-shaped bracket

L-shaped bracket

PIPEWOOL - BRACKET FOR THERMAL INSULATION OF BOXES

TU 23.99.19-007-61278130-2019

PIPEWOOL BRACKETS FOR BOXES

Metal type & thickness (mm) 

Bracket length /
Insulation thickness (mm) 

Accessories

Destiny

Zn 0,80 mm Аl 0,80/1,00 mm

According to the Customer's TOR

Assortment (According to the technical task of the Customer) 

To increase the service life of the thermal insulation layer in 
fully assembled complete structures with a metal protective 

coating. They contribute to the unloading of the metal coating 
from gravity. 

Width of the metal tape (mm) According to GOST or the Customer’s technical specification

Installation features They are installed radially 

Metal type Thermal insulation 
thickness (мм) 

Metal 
thickness (мм) 

СkL PIPEWOOL 
Product type Manufacturer brand

Zn 80 080 

Metal type Thermal insulation 
thickness (мм) 

Metal 
thickness (мм) 

СkU PIPEWOOL 
Product type Manufacturer brand

Al 100 050 

Closed grooveLock groove
Longitudinal 

groove Blind rivet
Self-tapping screw 

DIN 7504 M (N)
Protective shells

Mineral wool
Staples 

supporting
Brackets 
for boxes

Lock with lever Locks
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pipewool.pw teplo@pipewool.ru +7(800) 302-14-42 
+7(35139) 2-79-00 24/1 Kemerovskaya St., Kopeysk, Chelyabinsk region, 456612, Russia



Metal type Thermal insulation 
thickness (мм) 

Metal 
thickness (мм) 

СkL PIPEWOOL 
Product type Manufacturer brand

Zn 80 080 

Metal type Thermal insulation 
thickness (мм) 

Metal 
thickness (мм) 

СkU PIPEWOOL 
Product type Manufacturer brand

Al 100 050 

TU 23.99.19-007-61278130-2019

TECHNICAL SHEET 61278130 / 007МК

Destiny

Type

- BRACKET FOR FIXING THE THERMAL INSULATION OF THE BOXES

- All-metal. 

Install radially. 

Execution 

Feature 

Marking 

Mounting direction

Metal type Galvanized steel;                 Aluminum Zn Al

Metal type & thickness (mm) 

Bracket length / 
Insulation thickness (mm) 

Accessories

Zn 0,80 mm Аl 0,80/1,00 mm

According to the Customer's TOR

Assortment (According to the technical task of the Customer) 

Width of the metal tape (mm) According to GOST or the Customer’s technical specification

To increase the service life of the thermal insulation layer in fully assembled 
complete structures with a metal protective coating. They contribute to the unloading 
of the metal coating from gravity. 
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U-shaped bracket L-shaped bracket

PIPEWOOL BRACKETS FOR BOXES
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BRACKETS PIPEWOOL 
FOR THERMAL INSULATION OF BOXES

Information about the customer.

Customer?* The company?*

Object / # Order form / Date

Phone / Your name?*

Mail: 

CUSTOMER SURVEY SHEET # _________

U-shaped bracket L-shaped bracket

Metal type & thickness (mm) 

Type bracket

Bracket length / Insulation thickness

Zn Galvanized steel             0,80 mm                 Аl Aluminum             0,80 mm                1,00 mm

U-shaped bracket L-shaped bracket

Ø3,2mm Point out

mm

mmHoles for fasteners

General Parameters. - Fill it out &          mark it.* 000,00 Product А 

Number of brackets pcs 

Metal type & thickness (mm) 

Type bracket

Bracket length / Insulation thickness

Zn Galvanized steel             0,80 mm                 Аl Aluminum             0,50 mm                0,80 mm

U-shaped bracket L-shaped bracket

Ø3,2mm Point out

mm

mmHoles for fasteners

General Parameters. - Fill it out &          mark it.* 000,00 Product B

Number of brackets pcs 

Metal type & thickness (mm) 

Type bracket

Bracket length / Insulation thickness

Zn Galvanized steel             0,80 mm                 Аl Aluminum             0,80 mm                1,00 mm

U-shaped bracket L-shaped bracket

Ø3,2mm Point out

mm

mmHoles for fasteners

General Parameters. - Fill it out &          mark it.* 000,00 Product C

Number of brackets pcs 

Metal type & thickness (mm) 

Type bracket

Bracket length / Insulation thickness

Zn Galvanized steel             0,80 mm                 Аl Aluminum             0,80 mm                1,00 mm

U-shaped bracket L-shaped bracket

Ø3,2mm Point out

mm

mmHoles for fasteners

General Parameters. - Fill it out &          mark it.* 000,00 Product D

Number of brackets pcs 

pipewool.pw teplo@pipewool.ru +7(800) 302-14-42 
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